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Section One

Mounting Considerations

1. Make sure that the rack is parallel with the ways. The holes in the
rack supports are deliberately oversize to allow for some adjustment
after the holes are drilled and tapped in the machine.

2. Remember that the spacers for each end of the rack may not be the
same length due to variations in the lathe or mill casting.

3. The encoder head must be able to move without binding. Binding
will cause premature wear and will appear as backlash in measuring.

4. Don’t remove the rack support which is pinned onto the rack.

5. Make sure the rack is not rotated with respect to the encoder.

6. Install the rack so that the slit in the plastic cover is downward.

7. Install the rack and encoder so that coolant doesn’t pour directly on it.

8. We suggest the user install his own mechanical cover over the rack
assembly to protect it from dropped vises, chucks, etc.

9. Be sure to use 10-24 screws to mount the display case. ( supplied)

10.Note that the spacers can be shortened by the user to an appropriate
length for mounting the rack.





Section One
Shortening a Rack

1. Measure carefully the amount to cut. Measure it again! Plan to cut the
end of the rack which is not pinned to the rack support. Note that the
rack fits inside the rack supports, but not so far as to block the mounting
screw hole. Be careful not to rotate the encoder on the rack.

2. Peel back the cover. Slip off the rack support.

3. Cut the rack with a hack saw. Be careful not to mar the rack. Snip off
the cover an equal amount.

4. The cover should be a little short of the rack support. Stretch the cover
over the rack supports so the ridges on the rack support engage the
grooves on the cover. Secure with a plastic tie.




